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|  G9 GREEN HORNET ENCLOSURE  
    9” Series

Green Hornet enclosures are versatile,  craft-
friendly, and offer unbeatable protection.          
The G9 is an environmentally sealed, butt 
splice configuration closure.  All Green Hornet 
enclosures are able to accomodate a wide range of 
cable diameters, drop densities, splice capacities, 
and splitter combinations.  

FEATURES 
•  Environmentally Sealed: Air Water Tight 
•  Craft-Friendly Design
•  Quick and Tool-less Installation 
•  Re-enterable and Re-useable

TESTING SPECIFICATIONS
•  Meets Test Standards of GR771, IP68, 
    and IEC 61300



Green Hornet
Size (Diameter)
 9 9” Diameter
Size (Cover Length)
 L20 20” Height
Sealing Type
 S1 Figure-8 Grommet (6213)
 S2 Figure-8 Grommet (6213) with valve installed
 S3 Figure-8 Grommet (6213) with two serrated Branch Grommets (16000672)
 S4 Figure-8 Grommet (6213) with two serrated Branch Grommets (16000672)
  and valve installed
Fiber Count
 F0 No Fiber Trays
 F1 24-Fiber
 F2 48-Fiber
 F3 72-Fiber
 F4 96-Fiber
 F6** 144-Fiber   **Patch Panel Assembly replaces (1) tray in F6 Option
Bracket
 B0 No Bracket
 B3 Aerial Bracket (BR01587) packed/not installed (includes one set of brackets)
Grounding
 G0 None
 G1 Ground Bar Installed (8093) + Qty 3 Bond Clamps (5592)
 G2 Ground Bar Installed (8093)
Accessories/Options
 A00 None
 A01 SC/APC Connectors, Simplex 8-Unit
 A02 SC/APC Connectors, Simplex 16-Unit
 A03 SC/UPC Connectors, Simplex 16-Unit
 A04 LC/UPC Connectors, Duplex 8-Unit
 A05 LC/UPC Connectors, Duplex 16-Unit
 A06 LC/UPC Connectors, Duplex 16-Unit
 A08 LC/APC Connectors, Duplex 24-Unit 
Optional - Pigtails
 P Pigtails included 

G       9        L20       SX             FX       BX     GX      AX        X

PART NUMBER MATRIX

  ** Using G1 or G2 option utilizes one of the four small ports.
*** Using S2 option utilizes on of the four small cable ports.
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